The DUCK
Sneakers in Low Super Floor Plans

DUTCHMEN
LOW OVERHEAD

IT'S OUR LOW THAT KEEPS THEM AND QUACK

26 B2

24 FK

24 FB

22 BH

18 RB

26 FK

30 FK

30 BH

32 FK

35 FB-2B

36 FB-2B DSL
### 1994 Travel Trailer & Fifth Wheel Specifications

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Heating</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Furnace w/12V fan &amp; Thermostat (BTUs)</td>
<td>20M</td>
<td>20M</td>
<td>25M</td>
<td>25M</td>
<td>25M</td>
<td>25M</td>
<td>31M</td>
<td>31M</td>
<td>31M</td>
<td>NA</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>Self Containment</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Dual LP Tanks w/ Regulator &amp; Changeover (Gals.)</td>
<td>5</td>
<td>5</td>
<td>5</td>
<td>5</td>
<td>5</td>
<td>7</td>
<td>7</td>
<td>7</td>
<td>7</td>
<td>NA</td>
<td>5</td>
<td>5</td>
<td>5</td>
<td>5</td>
<td>5</td>
<td>5</td>
<td>5</td>
<td>5</td>
<td>5</td>
</tr>
<tr>
<td>Dual Waste Water Holding Tanks (Approx. Gals.)</td>
<td>60</td>
<td>60</td>
<td>60</td>
<td>60</td>
<td>60</td>
<td>60</td>
<td>60</td>
<td>60</td>
<td>60</td>
<td>NA</td>
<td>60</td>
<td>60</td>
<td>60</td>
<td>NA</td>
<td>60</td>
<td>60</td>
<td>90</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Demand Water System w/12V Pump (Approx. Gals.)</td>
<td>30</td>
<td>30</td>
<td>30</td>
<td>30</td>
<td>30</td>
<td>30</td>
<td>30</td>
<td>30</td>
<td>30</td>
<td>NA</td>
<td>30</td>
<td>30</td>
<td>30</td>
<td>NA</td>
<td>30</td>
<td>30</td>
<td>30</td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>Dimensions</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Radial Tire-Size</td>
<td>ST205</td>
<td>ST205</td>
<td>ST205</td>
<td>ST205</td>
<td>ST205</td>
<td>ST205</td>
<td>ST205</td>
<td>ST205</td>
<td>ST225</td>
<td>ST225</td>
<td>ST225</td>
<td>ST225</td>
<td>ST225</td>
<td>ST225</td>
<td>ST225</td>
<td>ST225</td>
<td>ST225</td>
<td>ST225</td>
<td>ST225</td>
</tr>
<tr>
<td>Tire Load Range</td>
<td>C</td>
<td>C</td>
<td>C</td>
<td>C</td>
<td>C</td>
<td>C</td>
<td>C</td>
<td>C</td>
<td>C</td>
<td>C</td>
<td>C</td>
<td>C</td>
<td>C</td>
<td>C</td>
<td>C</td>
<td>C</td>
<td>C</td>
<td>C</td>
<td>C</td>
</tr>
<tr>
<td>Gross Dry Weight (Approximate)</td>
<td>3440</td>
<td>4020</td>
<td>4300</td>
<td>4215</td>
<td>4315</td>
<td>4455</td>
<td>4596</td>
<td>4955</td>
<td>5315</td>
<td>5655</td>
<td>4015</td>
<td>4855</td>
<td>5115</td>
<td>5535</td>
<td>5675</td>
<td>6520</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Hitch Dry Weight (Approximate)</td>
<td>420</td>
<td>540</td>
<td>520</td>
<td>594</td>
<td>538</td>
<td>484</td>
<td>771</td>
<td>507</td>
<td>925</td>
<td>774</td>
<td>780</td>
<td>780</td>
<td>820</td>
<td>1080</td>
<td>1300</td>
<td>1300</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Axle Dry Weight</td>
<td>3020</td>
<td>3480</td>
<td>3780</td>
<td>3621</td>
<td>3777</td>
<td>3971</td>
<td>4325</td>
<td>4448</td>
<td>4390</td>
<td>4881</td>
<td>3235</td>
<td>4075</td>
<td>4295</td>
<td>4455</td>
<td>4375</td>
<td>5200</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Gross Vehicle Weight Rating</td>
<td>7000</td>
<td>7000</td>
<td>7000</td>
<td>7000</td>
<td>7000</td>
<td>7000</td>
<td>7000</td>
<td>7000</td>
<td>7000</td>
<td>7000</td>
<td>7000</td>
<td>7000</td>
<td>7000</td>
<td>7000</td>
<td>7000</td>
<td>7000</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Length</td>
<td>19'4&quot;</td>
<td>23'4&quot;</td>
<td>25'4&quot;</td>
<td>25'4&quot;</td>
<td>27'4&quot;</td>
<td>27'4&quot;</td>
<td>31'4&quot;</td>
<td>31'4&quot;</td>
<td>32'11&quot;</td>
<td>35'11&quot;</td>
<td>22'11&quot;</td>
<td>26'11&quot;</td>
<td>26'11&quot;</td>
<td>28'11&quot;</td>
<td>30'11&quot;</td>
<td>32'11&quot;</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Coupler Class Used</td>
<td>4</td>
<td>4</td>
<td>4</td>
<td>4</td>
<td>4</td>
<td>4</td>
<td>4</td>
<td>4</td>
<td>4</td>
<td>4</td>
<td>NA</td>
<td>NA</td>
<td>NA</td>
<td>NA</td>
<td>NA</td>
<td>NA</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Product information included herein is as accurate as possible at the time of printing. Subsequent refinements may be evident in the actual product. Specifications are subject to change without notice. All liquid capacities are approximate and dimensions are nominal.**

---

**Dutchmen Duck Standards**

- Roof Ducting for Air • Crown
- Roof 5' Truss • Double Door
- Refer • TV Antenna w/RV Booster • Cable TV Hook-up
- 45 AMP Converter • Bedroom Vent • Bedspread • Dead Bolt
- Locks • Bedroom TV Table
- 3 Burner High-intensity Range
- Porch & Service Light • Full 8' Width • Radius Jalousie Windows
- Tinted Windows • Tongue & Groove 5/8' Plywood Floors
- Radius Compartment Doors • Knife Holder • Bedroom Carpet w/Pad • Slotte Railly Wheels • 6 Gal. Gas Water Heater • Shower Curtain • Monitor Panel • Bath Power Vent
- Water Heater Bypass • Living Room Carpet w/Pad • Radial Tires • Bed Lights on Island Beds • In-floor Ducted Heat
- Solid Oak Framed Cabinet Doors • One-piece Tub Surround
- Bi-fold doors w/Shower • Radius Entry Doors • AM/FM Stereo Cassette w/4 Speakers • Full Size Stainless Steel Kitchen Sink • Smoke Detector • Power Vent in Bath • Pull Shades • 20# Gas Bottles w/Auto Switch

**Feather Your Nest With All These Great Standards At Our Low Base Price!**

**Construction Features**

- No Putty Tape—We Use Butyl Rubber, Silicon Caulk and Imported Foam Tape
- Ducted Air Run in a 5” Truss Roof (Except 18’ and 20’)
- Solid One-piece Aluminum Roof, Backed with Insulation Board
- Unit is Full 8’ Wide
- Heavy-duty Box Tube Frame with 5” or 6” Wide Supporting Outriggers
- Walls, Roof and Floor Framing is All Minimum of 16” on Center
- Bottom Exterior Metal Attached with Screws Instead of Staples
- Stress Seams Installed Above Entry Doors
- 5/8” Exterior Grade Tongue & Groove Plywood Floor
- In-floor Heat Ducting • Solid Oak Frame Cabinet Doors (Classic) • Wood Ceiling Trim, No Plastic Gimp • Cabinets Fit Flush to Ceiling

**Dutchmen Duck Popular Options**

- 13.5 BTU Roof Air Conditioner • Swivel Rocker • Spare Tire and Wheel • Roof Rack and Ladder • 30# Gas Bottles with Auto Switch • Deluxe Awning (Color Coordinated)
- Queen Width Bed